
NEWELKA Aluminium-pillars v2.0

LS 550-v2.0 LS 1100-v2.0 ST 1100-v2.0 ST 1850-v2.0 CK 1100-v2.0 CK 1850-v2.0

The high-quality aluminum pillars offer space for additional installations and an optional modern LED lighting.

 Lockable front panel

 Space for additional fittings

Aluminium-pillar Assembly dimensions

LS 550-v2.0    80 x    85 x 160mm

LS 1100-v2.0    80 x    85 x 160mm, top
   80 x    85 x 160mm, bottom

ST 1100-v2.0    80 x    85 x 160mm

ST 1850-v2.0   80 x    85 x 160mm, top
   80 x    85 x 160mm, bottom

CK 1100-v2.0 125 x 140 x 175mm

CK 1850-v2.0 125 x 140 x 175mm, top
125 x 140 x 175mm, bottom

 Optionally available in all RAL custom colors

 Optional LED lighting under the hood/frame
     (warm white, cool white or RGB (red / green / blue) possible)



  info@elka.eu        +49(0)4861-9690-0

   www.elka.eu         +49(0)4861-9690-90

ELKA-Torantriebe GmbH u. Co. Betriebs KG

Dithmarscher Str. 9, 25832 Tönning / Germany

We reserve the right to make technical alterations.
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